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Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 



rd , 



The present document is part of a TS-family covering the 3 Generation Partnership Project: Technical Specification 
Group Services and System Aspects; Telecommunication management; as identified below: 

32.111-1 Fault Management; Part 1 : 3G fault management requirements 

32. 111-2 Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service (IS) 

32. 111-3 Fault Management; Part 3: Alarm Integration Reference Point (IRP): Common Object Request 

Broker Architecture (CORE A) Solution Set (SS) 

32. 111-4 Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management 

Information Protocol (CMIP) Solution Set (SS) 

32.111-5 Fault Management; Part 5: Alarm Integration Reference Point (IRP): extensible Markup 

Language (XML) definitions. 

The present document is part of a TS-family, which describes the requirements and information model necessary for 
Telecommunications Management (TM). The TM principles and TM architecture are specified in 3GPP TS 32.101 [1] 
and 3GPPTS 32.102 [2]. 

A communications system is composed of a multitude of Network Elements (NE) of various types and, typically, 
different vendors, which inter-operate in a coordinated manner in order to satisfy the network users' communication 
requirements. 

The occurrence of faults in an NE may cause deterioration or loss of this NE's function. Fault Management is the 
functional area, which allows the operator to detect the occurrence of faults in the network in real-time. Configuration 
Management and Performance Management are two more functional areas, which require the operator to be alerted to 
certain conditions in the network. 

A standard general-purpose mechanism for the management of logs containing selected notifications from the network 
is required to provide an ability to perform historical analysis on faults and conditions, which occurred in the network. 
The TS 32.33x-series, constituting the Notification Log IRP, sets forth such a mechanism - and the present document 
contains the XML definition related to Alarm IRP notifications. 
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Scope 



The present document specifies the XML Definitions for the Alarm Integration Reference Point (Alarm IRP) as it 
applies to Itf-N, in accordance with Alarm IRP IS definitions [3] as well as Notification Log IRP XML Definitions [4]. 

The present document defines the XML syntax of Alarm IRP notifications that is to be used in conjunction with 
Notification Log IRP XML Definitions for Notification Log IRP XML Data File and the NL IRP XML Notification 

Format [4]. 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 

[1] 3GPP TS 32.101: "Telecommunication management; Principles and high level requirements". 

[2] 3GPP TS 32.102: "Telecommunication management; Architecture". 

[3] 3GPP TS 32.1 1 1-2: "Telecommunication management; Fault Management; Alarm Integration 

Reference Point (IRP): Information Service (IS)". 

[4] 3GPP TS 32.335: "Telecommunication management; Notification Log (NL) Integration Reference 

Point (IRP): extensible Markup Language (XML) solution definitions". 

[5] 3GPP TS 32.331: "Telecommunication management; Notification Log (NL) Integration Reference 

Point (IRP): Requirements". 



3 Definitions and abbreviations 

3.1 Definitions 

For the purposes of the present document, the terms and definitions given in 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 
and 3GPP TS 32.331 [5] apply. 

3.2 Abbreviations 

For the purposes of the present document, the following abbreviations apply: 

IRP Integration Reference Point 

IS Information Service 

NL Notification Log 

UML Unified Modelling Language 

IRP Integration Reference Point 

NRM Network Resource Model 

XML extensible Markup Language 
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Alarm IRP XML Definitions 



4.1 Alarm IRP XML Definitions 

This section provides XML definitions of Alarm IRP notifications as defined in [3]. These definitions are to be used in 
conjunction with Notification Log IRP XML Definitions for Notification Log IRP XML Data File and the NL IRP 
XML Notification Format [4], as well as considerations for NL IRP XML File Name Conventions defined therein. 
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The use of XML schema key word "sequence" to support IS-defined set (not sequence) is for the purpose of XML 
processor efficiency. This shall not imply the use of "sequence" in other technology. 
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4.2 Alarm IRP XML Schema 

<?xml version=" 1.0" encoding="UTF-8 " ?> 
<! — 

3GPP TS 32.111-5 Alarm Notification Log Record IRP 

3GPP Alarm Notification Log Record XML Solution Definition, Schema Definition 
alarmlRPNotif .xsd 
— > 

< schema 
tar get Name space="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . lll-5#alarmIRPNotif " 
elementFormDefault=" qualified" attributeFormDefault=" ungual if led" 

xmlns : xa="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . lll-5#alarmIRPNotif " 
xmlns : xe="http : //www. 3gpp . org/f tp/specs/archive/32„series/32 . 305#notif ication" 
xmlns : xn="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . 625#genericNrm" 
xmlns : sm="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . 67 5#stateManagement IRP " 
xmlns="http: //www. w3 . org/200 l/XMLSchema"> 
< import 
namespace="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . 305#not if ication" /> 
< import name space ="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . 625#genericNrm" /> 
< import name space ="http : //www. 3gpp . org/f tp/specs/archive/32_series/32 . 675#stateManagement IRP " /> 
<simpleType name="AckState"> 
< re strict ion base="string"> 

<enumeration value=" Acknowledged" /> 
<enumeration value=" Unacknowledged" /> 
</ rest r let ion> 
</simpleType> 

< simple Type name="AlarmList Alignment Requirement "> 
< re strict ion base="string"> 

<enumeration value= "Alignment Required" /> 
<enumeration value="Alignment Not Required"/> 
</restriction> 
</simpleType> 

< simple Type name="AlarmListRebuiltReason"> 
< re strict ion base="string"> 

<enumeration value= "Agent NE Communications Error" /> 
<enumeration value= "Agent Restarts "/> 
<enumeration value=" Indeterminate" /> 
</restriction> 
</simpleType> 

<complexType name= "Reason "> 
<choice> 

<element name=" predefined" type="xa :AlarmList Rebuilt Reason" /> 
<element name="otherValue" type=" string" /> 
</choice> 
</complexType> 

<simpleType name=" Event Type "> 
<restriction base="string"> 

<enumeration value=" Communications Alarm" /> 
<enumeration value="Processing Error Alarm"/> 
<enumeration value=" Environmental Alarm" /> 
<enumeration value="Quality Of Service Alarm"/> 
<enumeration value="Equipment Alarm" /> 
<enumeration value=" Integrity Violation" /> 
<enumeration value=" Ope rational Violation" /> 
<enumeration value= "Physical Violation" /> 

<enumeration value="Security Service Or Mechanism Violation"/> 
<enumeration value="Time Domain Violation"/> 
</restriction> 
</simpleType> 

< simple Type name="PerceivedSeverity "> 
< re strict ion base="string"> 

<enumeration value="Critical"/> 
<enumeration value="Ma jor"/> 
<enumeration value= "Minor " /> 
<enumeration value= "Warning" /> 
<enumeration value=" Indeterminate" /> 
<enumeration value=" Cleared" /> 
</restriction> 
</simpleType> 

< simple Type name="ProbableCause"> 
< re strict ion base=" string "> 

<enumeration value=" Indeterminate" /> 
<enumeration value="Alarm Indication Signal"/> 
<enumeration value="Call Setup Failure"/> 
<enumeration value=" Degraded Signal "/> 
<enumeration value="Far End Receiver Failure"/> 
<enumeration value= "Framing Error " /> 
<enumeration value="Loss Of Frame"/> 
<enumeration value="Loss Of Pointer"/> 
<enumeration value="Loss Of Signal "/> 
<enumeration value=" Pay load Type Mismatch" /> 
<enumeration value=" Transmission Error " /> 
<enumeration value="Remote Alarm Interface"/> 
<enumeration value="Excessive Bit Error Rate"/> 
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ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 
ration 



value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 
value= 



"Input Device Error" /> 

"LAN Error" /> 

"Leak Detected"/> 

"Local Node Transmission Error"/> 

"Material Supply Exhausted" /> 

"Out Of Memory" /> 

"Output Device Error" /> 

"Performance Degraded"/> 

"Pressure Unacceptable"/> 

"Queue Size Exceeded" /> 

"Receive Failure"/> 

"Remote Node Transmission Error" /> 

"Resource At Or Nearing Capacity" /> 

"Response Time Excessive"/> 

"Retransmission Rate Excessive"/> 

"Software Error"/> 

"Software Program Abnormally Terminated"/> 

"Software Program Error"/> 

"Temperature Unacceptable"/> 

"Threshold Crossed"/> 

"Toxic Leak Detected"/> 

"Transmit Failure"/> 

"Underlying Resource Unavailable"/> 

"Version Mismatch" /> 

"A BIS To BTS Interface Failure"/> 

"A BIS To TRX Interface Failure"/> 

"Antenna Problem" /> 

"Battery Breakdown" /> 

"Battery Charging Fault "/> 

"Clock Synchronization Problem"/> 

"Combiner Problem" /> 

"Disk Problem"/> 

"Excessive Receiver Temperature"/> 

"Excessive Transmitter Output Power" /> 

"Excessive Transmitter Temperature"/> 

"Frequency Hopping Degraded" /> 

"Frequency Hopping Failure"/> 

"Frequency Redefinition Failed"/> 

"Line Interface Failure"/> 

"Link Failure"/> 

"Loss Of Synchronization"/> 

"Lost Redundancy" /> 

"Mains Breakdown With Battery Backup" /> 

"Mains Breakdown Without Battery Backup" /> 

"Power Supply Failure"/> 

"Receiver Antenna Fault "/> 

"Receiver Multicoupler Failure"/> 

"Reduced Transmitter Output Power" /> 

"Signal Quality Evaluation Fault"/> 

"Timeslot Hardware Failure"/> 

"Transceiver Problem"/> 

"Transcoder Problem"/> 

"Transcoder Or Rate Adapter Problem"/> 

"Transmitter Antenna Failure"/> 

"Transmitter Antenna Not Adjusted" /> 

"Transmitter Low Voltage Or Current "/> 

"Transmitter Off Frequency"/> 

"Database Inconsistency"/> 

"File System Call Unsuccessful"/> 

"Input Parameter Out Of Range"/> 

"Invalid Parameter"/> 

"Invalid Pointer"/> 

"Message Not Expected" /> 

"Message Not Initialised"/> 

"Message Out Of Sequence"/> 

"System Call Unsuccessful"/> 

"Timeout Expired" /> 

"Variable Out Of Range "/> 

"Watch Dog Timer Expired" /> 

"Cooling System Failure"/> 

"External Equipment Failure"/> 

"External Power Supply Failure"/> 

"External Transmission Device Failure"/> 

"Reduced Alarm Reporting" /> 

"Reduced Event Reporting" /> 

"Recuced Logging Capability" /> 

"System Resources Overload"/> 

"Broadcast Channel Failure"/> 

"Call Establishment Error"/> 

"Invalid Message Received" /> 

"Invalid MSU Received" /> 

"LAPD Link Protocol Failure"/> 

"Local Alarm Indication"/> 

"Remote Alarm Indication" /> 

"Routing Failure"/> 

"SS7 Protocol Failure"/> 

"Authentication Failure"/> 

"Breach Of Conf identiality"/> 

"Cable Tamper" /> 
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<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

<enumerat 

</restricti 

</simpleType> 

<simpleType 

<restrictio 

<enumerat 

<enumerat 

</restricti 

</simpleType> 

<simpleType 

<restrictio 

<enumerat 

<enumerat 

<enumerat 

</restricti 

</simpleType> 

name 

name 



ion 


valuer 


ion 


value 


ion 


value 


ion 


value 


ion 


value 


ion 


value 


ion 


value 


ion 


value 


ion 


value 


ion 


value 


ion 


valuer 


ion 


value 


ion 


value 


ion 


value 


on> 





="Delayed Information"/> 

="Denial Of Service"/> 

="Duplicate Information"/> 

="Information Missing"/> 

="Information Modification Detected"/> 

="Information Out Of Sequence"/> 

="Key Expired"/> 

="Non Repudiation Failure"/> 

="Out Of Hours Activity"/> 

="Out Of Service"/> 

="Procedural Error"/> 

="Unauthorised Access Attempt "/> 

="Unexpected Information" /> 

="Unspecif led Reason"/> 



<element 
<element 
<element name 
<element name 
<element name 
<element name 
<element name 
<element name 
<complexType 
<sequence> 
<element 
<element 
</sequence> 
</complexType 
<complexType 
<sequence> 
<element 
</sequence> 
</complexType 
<complexType 
<sequence> 
<element 
<element 
<element 
</sequence> 
</complexType 
<complexType 
<sequence> 
<element 
maxOccurs="unbo 
</sequence> 
</complexType 
<complexType 
<sequence> 
<element 
<element 
<element 
</sequence> 
</complexType 
<simpleType 
<restrictio 
<enumerat 
<enumerat 
<enumerat 
<enumerat 
<enumerat 
<enumerat 
<enumerat 
<enumerat 
<enumerat 
</restricti 
</simpleType> 
<complexType 
<choice> 
<element 
<element 



ame="ThresholdIndicator "> 

n base="string"> 

ion value="Up"/> 

ion value="Down" /> 

on> 

ame="TrendIndicator "> 

n base="string"> 

ion value="Less Severe"/> 

ion value="No Change"/> 

ion value="More Severe"/> 

on> 

"additional Information" type=" string" /> 
"additionalText " type="string"/> 
"alarmld" type="string"/> 
"alarmType" type="xa:EventType"/> 

" cor relatedNotificat ions" type="xa: CorrelatedNotif icationSet "/> 
"perceivedSe verity" type="xa ; PerceivedSeverity " /> 
"probableCause" type="xa:ProbableCause"/> 
"reason" type="xa:Reason"/> 
name="AttributeValue"> 

name="attributeName" type="string"/> 

name =" at tribute Value" type="anySimpleType" /> 

> 

name="AttributeValueSet "> 

name="attribueValue" type="xa; AttributeValue" minOccurs="0" maxOccurs="unbounded"/> 
> 



n ame =" At tribute Value Change "> 

name="attributeName" type=" string" /> 
name="oldValue" type="anySimpleType"/> 
name="newValue" type=" any Simple Type" /> 



name="AttributeValueChangeSet "> 

name =" at tributeValue Change" type="xa : At tribut e Value Change" minOccurs= 
unded"/> 

> 

name= " St at e Value Change " > 

name="attributeName" type="xa: StateAttributeNames"/> 
name="oldValue" type="xa: StateAttributeType" minOccurs="0"/> 
name="newValue" type="xa: StateAttributeType "/> 



ame="StateAttributeNames"> 

n base="string"> 

ion value="Operational State"/> 

ion value="Usage State"/> 

ion value="Administrative State"/> 

ion value="Alarm Status "/> 

ion value="Procedural Status"/> 

ion value="Availability Status"/> 

ion value="Control Status"/> 

ion value="Standby Status"/> 

ion value="Unknown Status "/> 

on> 

name="StateAttributeType"> 

name=" ope rational St ate" type="sm: operationalStateType"/> 
name="usageState" type="sm: usageStateType" /> 
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<element name="administrativeState" type="sm: administrativeStateType"/> 

<element name="alarmStatus" type="sm: alarmStatusType"/> 

<element name= "procedural St at us" type="sm:procedural Stat us Type "/> 

<element name=" aval lability St at us" type="sm: availabilityStatusType"/> 



"controlStatus" type= 
"standbyStatus" type= 
"unknownStatus" type= 



sm: control Stat usType"/> 
sm: standbyStatusType"/> 
sm; unknown St at us Type" /> 



StateValueChangeSet "> 

stateValueChange" type="xa; StateValueChange" minOccurs= 



"Comment "> 



comment Date" type=" date Time" /> 

commentText" type="string"/> 

userld" type="string"/> 

systemid" type="string" minOccurs="0"/> 



"Comment Set "> 



'comment" type="xa ; Comment " minOccurs="0"/> 



"CorrelatedNotif ication"> 

"source" type="xn: dn"/> 
"notif icationldSet "> 



"notif icationid" type="xe :Notif icationid" minOccurs="0" 



<element name 
<element name 
<element name 
</choice> 
</complexType> 
<complexType name 
<sequence> 

<element name 
maxOccurs="unbounded" /> 
</sequence> 
</complexType> 
<complexType name 
<sequence> 

<element name 
<element name 
<element name 
<element name 
</sequence> 
</complexType> 
<complexType name 
<sequence> 

<element name 
</sequence> 
</complexType> 
<complexType name 
<sequence> 

<element name 
<element name 
<complexType> 
<sequence> 

<element name 
maxOccurs="unbounded" /> 
</sequence> 
</complexType> 
</element> 
</sequence> 
</complexType> 
<complexType name 
<sequence> 

<element name 
maxOccurs="unbounded" /> 
</sequence> 
</complexType> 
<complexType name 
<sequence> 

<element name 
<element name 
<element name 
<element name 
</sequence> 
</complexType> 
<complexType name 
<sequence> 

<element name 
<element name 

<element name="high" type="float 
</sequence> 
</complexType> 

<complexType name="Notif yAckStateChanged"> 
<complexContent> 

<extension base="xe;Notification"> 
<sequence> 

<element name="body"> 
<complexType> 
<sequence> 

<element ref ="xa ; probableCause" /> 
<element ref ="xa ; perceivedSe verity" /> 
<element ref="xa: alarmType"/> 
<element ref="xa: alarmId"/> 

<element name="ackState" type="xa: AckState"/> 
<element name="ackUserId" type="string"/> 

<element name="ackSystemId" type="string" minOccurs="0"/> 
</sequence> 
</complexType> 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 

<complexType name="Notif yAlarmListRebuilt "> 
<complexContent> 

<extension base="xe;Notification"> 



"CorrelatedNotif icationSet "> 
CorrelatedNotif icat ion" type="xa: CorrelatedNotif icat ion" minOccurs="0" 



"ThresholdInfo"> 

"attribute Id" type="string"/> 

"observedValue" type=" float "/> 

"thresholdLevel" type="xa; ThresholdLevel" minOccurs="0"/> 

"armTime" type="dateTime" /> 



" ThresholdLevel "> 

"indication" type="xa ;ThresholdIndicator"/> 
"low" type="float" minOccurs="0"/> 
/> 
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<sequence> 

<element name="body"> 
<complexType> 
<sequence> 
<element 
<element 



</sequence> 
</complexType 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
<complexType name="Noti 
<complexContent> 

<extension base="xe 
<sequence> 

<element name 
<complexType> 
<sequence> 
<element 
<element 
<element 
<element 
</sequence> 
</complexType 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
<complexType name="Noti 
<complexContent> 

<extension base="xe 
<sequence> 

<element name 
<complexType> 
<sequence> 
<element 
<element 
<element 
<element 
<element 
<element 
<element 
</sequence> 
</complexType 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
<complexType name="Noti 
<complexContent> 

<extension base="xe 
<sequence> 

<element name 
<complexType> 
<sequence> 
<element 
<element 
<element 
<element 
<element 
</sequence> 
</complexType 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 
<complexType name="Noti 
<complexContent> 

<extension base="xe 
<sequence> 

<element name 
<complexType> 
<sequence> 
<element 
<element 
<element 
<element 
<element 
<element 
<element 
<element 



ref="xa: reason" /> 

name="alarmLi St Alignment Requirement " 

type="xa :AlarmList Alignment Requirement " minOccurs="0 " /> 



f yChangedAlarm"> 

;Notification"> 

body"> 



ref="xa:probableCause"/> 
ref ="xa :perceivedSe verity" /> 
ref="xa: alarmType"/> 
ref="xa: alarmId"/> 



fy Clear edAlarm"> 

Notification"> 
body"> 



ref="xa:probableCause"/> 

ref ="xa ; perceivedSe verity" /> 

ref="xa: alarmType"/> 

ref="xa: alarmId"/> 

ref ="xa : correlatedNotif ications " minOccurs=" ' 

name="clearUserId" type="string" minOccurs="0' 

name="clearSystemId" type="string" minOccurs=' 



/> 
/> 
0"/> 



f yComments "> 

Notification"> 
body"> 



ref="xa: alarmType"/> 

ref="xa;probableCause"/> 

ref ="xa : perceivedSe verity" /> 

name=" comments" type="xa: CommentSet "/> 

ref="xa: alarmId"/> 



f yNewAlarm"> 

;Notification"> 

body"> 



ref ="xa ; probableCause" /> 

ref ="xa : perceivedSe verity" /> 

ref ="xa ; alarmType" /> 

ref ="xa ; alarmld" /> 

name="specif icProblem" type="string" minOccurs="0' 

ref="xa: correlatedNotif ications" minOccurs="0"/> 

name="backedUpStatus" type="boolean" minOccurs="0' 

name="backupOb ject " type="xn;dn" minOccurs="0"/> 



/> 
/> 
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<element name="trendIndication" type="xa: Trendlndicator" minOccurs="0"/> 
<element name="thresholdInfo" type="xa: Thresholdlnfo" minOccurs="0"/> 
<element name="stateChangeDef inition" type="xa: StateValueChangeSet " minOccurs="0"/> 
<element name="monitoredAttributes" type="xa: AttributeValueSet " minOccurs="0"/> 
<element name="proposedRepairActions" type="string" minOccurs="0"/> 
<element ref="xa: additionalText " minOccurs="0"/> 
<element ref="xa: additionallnformation" minOccurs="0"/> 
</sequence> 
</complexType> 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 

<complexType name="Notif yNewSecurityAlarm"> 
<complexContent> 

<extension base="xe;Notification"> 
<sequence> 

<element name="body"> 
<complexType> 
<sequence> 
<element 
<element 
<element 
<element 



ref =' 
ref =' 
ref =' 
name= 



xa : probableCause " /> 

xa ; perceivedSe verity" /> 

xa: alarmType"/> 

"serviceUser" type="string"/> 



<element name="serviceProvider" type="string"/> 
<element name="securityAlarmDetector" type="string"/> 
ref="xa: alarmId"/> 

'xa : correlatedNotif ications " minOccurs="0 " /> 
: additionalText" minOccurs="0"/> 
: additionallnformation" minOccurs="0"/> 



ref= 
ref = 
ref = 



xa: 
'xa: 



<element 
<element 
<element 
<element 
</sequence> 
</complexType> 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 

<complexType name="Notif yPotentialFaultyAlarmList "> 
<complexContent> 

<extension base="xe:Notification"> 
<sequence> 

<element name="body"> 
<complexType> 
<sequence> 

<element ref="xa: reason"/> 
</sequence> 
</complexType> 
</element> 
</sequence> 
</extension> 
</complexContent> 
</complexType> 

<element name="NotifyAck:StateChanged" type="xa:NotifyAckStateChanged"/> 
<element name= " Not ifyAlarmList Rebuilt" type="xa:NotifyAlarmListRebuilt "/> 
"NotifyChangedAlarm" type="xa : NotifyChangedAlarm" /> 
"NotifyClearedAlarm" type="xa:NotifyClearedAlarm" /> 
"Notif yComments " type="xa : NotifyComments " /> 
"Notif yNewAlarm" type="xa : NotifyNewAlarm" /> 

"Notif yNewSecurityAlarm" type="xa : Notif yNewSecurityAlarm" /> 
"Notif yPotentialFaultyAlarmList " type="xa : Notif yPotentialFaultyAlarmList " /> 



<element 


name 


<element 


name 


<element 


name 


<element 


name 


<element 


name 


<element 


name 


/schema> 
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Annex A (informative): 
XIVIL schema electronic files 



The electronic files corresponding to the XML schemas defined in the present document are available in native form in 
the following archive: 

http://www.3gpp.org/ftp/specs/archive/32_series/321 1 l-5/schema/321 1 l-5-630-XMLSchema.zip 



£75/ 



3GPP TS 32.111-5 version 6.3.0 Release 6 



19 



ETSI TS 132 111-5 V6.3.0 (2007-03) 



Annex B (informative): 
Change history 



Change history 


Date 


TSG# 


TSG Doc. 


CR 


Rev 


Subject/Comment 


Cat 


Old 


New 


Dec 2004 


SA 26 


SP-040792 


-- 


-- 


Submitted to TSG SA#26 for Information 


-- 


1.0.0 




Mar 2005 


SA 27 


SP-050022 


-- 


-- 


Submitted to TSG SA#27 for Approval 


-- 


2.0.0 


6.0.0 


Jun 2005 


SA 28 


SP-050283 


0001 


-- 


Align with 32.335 


F 


6.0.0 


6.1.0 


Jun 2006 


SA_32 


SP-060250 


0002 


- 


Align XML schema with content of notifications - Align with 32. 1 1 1 -2 
Information Service (IS) 


F 


6.1.0 


6.2.0 


Mar 2007 


SA 35 


SP-070035 


0003 


-- 


Correct XML schema 


F 


6.2.0 


6.3.0 
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